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WRAPOST TERMINALS

1030[1032
103X-X-05-XX-00-00-01-0
Press-fit in 1,45 mounting hole

1216
1216-0-05-XX-00-00-01-0
Press-fit in 1,42 mounting hole

9,53

1,57 DIA.

1,83 DIA.

1,42 DIA.

0,64

3,18

15,88

0,66

SQUARE

1214
1214-0-05-XX-00-00-01-0
Press-fit in 1,50 mounting hole

0,71

1,09 DIA.

1,52 DIA.

1,83 DIA.

1,35 DIA.

0,64

4,11
4,90

25,58

0,79

SQUARE

1302
1302-0-05-XX-00-00-01-0
Press-fit in 1,45 mounting hole

0,76
1,52 DIA.

1,83 DIA.

1,09 DIA.

1,35 DIA.

0,64

4,11
4,90

0,71

A

SQUARE

1,14

0,51

1,50 DIA.

1,65 DIA.

0,64
5,97

2,54

0,64

SQUARE

KNURL

2,36

1,63 DIA.

1,68 DIA.

1,55 DIA.

1,45 DIA.

0,64

3,18

12,45

9,78

0,71

SQUARE

1213
1213-0-05-XX-00-00-01-0
Press-fit in 1,55 mounting hole

2,41

1,63 DIA.

1,73 DIA.

1,5 DIA.

1,42 DIA.

0,64

3,18

10,03

12,19

0,71

SQUARE

1212
1212-0-05-XX-00-00-01-0
Press-fit in 1,55 mounting hole

1,27
2,90 DIA.

2,29 DIA.

1,68 DIA.

1,14

1,52

15,11

2,39

SQUARE

1097
1097-0-05-XX-00-00-01-0
Swage mount in 2,39 hole 
For a 1,57 thick board

1,27

1,73 DIA.

1,09 DIA.

1,52 DIA.

1,32 DIA.
1,45 DIA.

1,45 DIA.

0,64

3,07
4,11

5,08

12,83

0,79

SQUARE

KNURL

0318
0318-3-05-XX-00-00-01-0
Press-fit in 1,45 mounting hole

SPECIFICATIONS:

Pin Material:  Brass Alloy 360, 1/2 Hard
( Except swage pins which are annealed )

Dimensions:  Millimeters

Tolerances On:   Lengths:       ± 0,13
Diameters:   ± 0,051
Angles:          ± 2 °

RoHS - 2
2011/65/EU

ORDER CODE:  XXXX - X - 05 - XX - 00 - 00 - 01 - 0

BASIC PART #

1095
1095-0-05-XX-00-00-01-0
Swage mount in 2,39 hole 
For a 1,57 thick board

1,27

1,52

2,92 DIA.

0,99 DIA.

1,35 DIA.

2,29 DIA.

1,68 DIA.

1,14 20,17

3,56

2,39

1,78

SQUARE

1032-1
1031-2
1030-3

Basic Part
Number

# of
Wraps

6,60
9,14
12,7

1
2
3

Length
A

SPECIFY PIN FINISH:
01  5,08μm TIN/LEAD OVER NICKEL
80  5,08μm TIN OVER NICKEL (RoHS)
15  0,25μm GOLD OVER NICKEL (RoHS)
21  0,51μm GOLD OVER NICKEL (RoHS)


