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NOTES:

  1.  DIMENSIONS IN PARENTHESIS ARE MILLIMETERS.

  2.  UL LISTED AND CSA CERTIFIED.  DUAL RATED
       CU9AL FOR ALUMINUM OR COPPER CONDUCTORS.

  3.  VOLTAGE RATING:  600V MAX

  4.  TEMPERATURE RATING:  90  C

  5.  WIRE RANGE:   750kcmiL - 1/0AWG

  6.  TIGHTENING TORQUE:  500 IN-LBS [56.5 N.m]

  7.  CONNECTOR BLOCK BODY IS MADE FROM
       ALUMINUM.  CLAMPING SCREWS ARE ALUMINUM,
       TIN PLATED.   PORTS IN CONNECTOR BLOCK ARE 
       PREFILLED  WITH AN OXIDE INHIBITING COMPOUND.

  8.  INSULATION MATERIAL IS CLEAR PVC.

  9.  CLAMPING SCREW ACCESS PORTS AND ALL CONDUCTOR
       ENTRY PORTS  ARE PROVIDED WITH REMOVABLE
       PLASTIC CLOSURE PLUGS.

10.  HEK KEY SIZE:  11/16"

11.  ALL DIMENSIONS SHOWN ARE NOMINAL.

12.  PACKAGE QUANTITY:  -1 = 1
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