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4-40 UNC
2 PLCS, DEPTH 5.0

21.1
.831

±.01.984
25.00±0.13

39.4
1.551

B

B

8.2
.323

5.0
.197

±.02.435
11.05±0.50

16.38  MAX.
.645

C.

4. ENVIRONMENT PERFORMANCE: IP67.

5. PART IS RoHS COMPLIANT.

NOTES:

1. MATERIAL:
    - SHELL: ZINC ALLOY 50 MICRO INCH MINIMUM NICKEL PLATING.
    - CONTACTS: COPPER ALLOY, 30 MICRO INCH GOLD OVER 50 MICRO INCH NICKEL PLATING.
    - INSULATOR: THERMOPLASTIC RESIN, UL94V-0 FLAMMABILITY RATING.
    - GASKETS: SILICONE RUBBER, 70 DUROMETER.
    - SEALING COMPOUND:  POTTING EPOXY

2. FEATURES: SEALED CONNECTOR IN THE MATED AND UNMATED CONDITIONS.

3. OPERATING TEMPERATURE: -40 C TO +85

* DIMENSIONS SHOWN ON A,B ARE
  ENLARGED FOR CLEARANCE FOR 
  MATING PIN CONNECTOR.
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DIMENSIONS  ARE  IN MILLIMETER
TOLERANCES  ARE:

DECIMALS                        ANGLES
.XX     .10                              1
.X      S.SEMENOV

.142
3.60

.229

.313
 MAX.

5.82

.00

7.95

+

0.50-0.05
+0.10
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3.182X

.407

R4.00
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METAL DIE CAST
OUTER SHELL

SOLDER CUP

RECOMMENDED PANEL CUT-OUT

O-RING
2.0MM X I.D. 27MM

SCALE 8 : 1
SECTION B-B 

(SOLDER CUP SHOWN)

1.25±0.15
.049±.01

4.7
.185


