THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY

DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

PANDUIT STUD DIMENSIONS in.
PART NUMBER | SIZE A +.03 W £.01 C 1.02 M +.03 H £.01
_ .60 .25 .19 .48 12
P10-55LF *S [(15.24)16.35) |(4.83) |112.19)(3.05)
_ .60 .25 .19 .48 14
P10-6SLF *6 |15.24116.35) [(4.83) |(12.19)| (3.561
j .66 .29 .23 .53 .16 HDIA
P10-85LF *8 l16.76)17.371|(5.841|(13.26)(4.06) ‘ /
.67 .33 .23 .53 .19
P10-10SLF #10 |(17.02)|(8.381|(5.841|(13.46)| (4.83)
-~ | .76 .45 .28 .50 .25
PLO-14SLF | 174™ |15 300|111.23)(7.111|(14.99)|(6.35) /
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NOTES: M - - SERRATED
1. UL LISTED AND CSA CERTIFIED FOR: BARREL
A. #14-10 AWCGOPSPCIJELRI Dw lORRE STRANDED
1 1
B. 302° F (150° C) MAX. TEMP. RATING e BEVELED
‘ cy EDGE
2. MATERIAL: .01
A. STAMPING - .04" (1.02) THK COPPER, t.
TIN PLATED +,01 =13 (3.30)
3. PACKAGE QTY: STD. PKG. NOT AVAILABLE 22 (5.59) - DIA
4. DIMENSIONS IN BRACKETS ARE IN MILL IMETERS
5. INSTALLATION TOOLS:
A. UL LISTED AND CSA CERTIFIED: CT-100,
CT-200, CT-570, CT-1570
B. PANDUIT APPROVED: CT-160, CT-260
6. WIRE STRIP LENGTH: 9/32 *'®2 (7.1 "8 ) @ @
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03|5/99|UKD ADDED CT- 1570 TOOL 07632 CORP. TINLEY PARK, ILLINOIS
02 |lo/94| THIRLY  UPDATED NOTES AND DIMENSIONS 02556 |LcA| KS #12-10 BARREL NON- INSULATED
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